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APPENDIX V 

Section A 

3 0  D A Y  A D V A N C E D   N O T I F I C A T I O N  F O R M 

 

Company: 

 

Name: Enviro Jet Technologies______ 

Address: 538 Edwards Avenue Calverton, NY 11933___ 

Contact Person Name & Phone: Adam Libuser & 631-369-4900___ 

VIN or License Plate Number of Unit: 2NKMHD7XX4M397826__ 

Phone dedicated to the unit that the unit operator(s) have access to: 516-924-0525_ 

 

When and Where Decontamination Will Occur: 

 

Street Address or Other Identifier for Site:  E.F. Barrett Power Plant, McCarthy Road, 

Island Park, N.Y. 11558 

Client Project/ Facility Manager:  Kevin Barrett 516-310-5327 

Phone Number for Project/ Facility Manager:  516-310-5327 

Brief Description of Facility/ Site:  Power station gas condensate tank inside station 

Date Treatment Operations Expected to Begin:  July 25, 2018 

Estimated Duration of the Treatment Operations (in Days):  5-8 days 

 

Section B 

 

Company that Owns the Facility Where the Unit Will be Operating: 

 

Name:  National Grid 

Mailing Address:  175 E Old Country Road Hicksville, NY 11801 

Contact Person Name & Phone:  Kevin Barrett 516-310-5327 
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Person, Organizational Affiliation/ Title and Phone Number for: 

 

EPA ORCR Contact:  Jennifer McLoed, EPA ORCR, PCB Approval Writer, (703) 308-8459,      

ORCRPCBs@epa.gov           

 EPA Regional Contact:  Ben Conetta 212-637-3030 

State Contact:  Hugh Cirrito (631) 444-0320 

Local (Town/City/County) Contact: James Miotto (516) 432-0738,  

IslandParkFD@gmail.com 

 

Nature of the Activity: 

Type of PCB Decontamination Process:  Mobile Decontamination Unit 

 

 Quantity of Natural Gas Pipeline to be Decontaminated:  ~1,000 linear feet of 2” gas pipe 

Quantity of Other Non-Porous Surfaces to be Decontaminated:  6,000 gallon natural gas 

condensate tank.  

Concentration of PCBs in the Pipeline Before Treatment:     7.9 mg/kg      

 

 

 


