OMB No. 2040-0042 Approval Expires 4/30/2022

United States Environmental Protection Agency

\";EPA WELL REWORK RECORD, PLUGGING AND ABANDONMENT PLAN,
OR PLUGGING AND ABANDONMENT AFFIDAVIT

Name and Address, Phone Number and/or Emalil of Permittee

Windfall Oil and Gas inc.
305 Chan Road, Falls Creek PA 15840

814-771-9686

mhoov16@verizon.net

P;a[mi; ﬁrEPA D Vﬂuvrlnher” 7 . ) AP! Number S | Full Well Name )

PAS2D020BCLE | 37-083-27255-00-00 | Frank & Susan Zelman )
State o ) R County

PA . |Clearfieid

Locate well in two directions from nearest lines of quarter section and drilling unit Latitude 41 08'1'94'4 '
Surface Location

— i g e M= e Longitude ‘.7 .74 'g
‘Midof  1l4of Seetion. Township Range 8 63'

ft. from (N/S) ) ) .:Line of quarter section
) ft. from (E/W) 1 _____Line of quarter section.
Well Class Timing of Action (plck one) Type of Action (pick one)
’’’’’ Class | */  Notice Prior to Work - ) . Well Rework
P " Date Expected to Commence o
\I Fekel -V . Plugging and Abandonment
‘Class Il ) s
e Class V .. Report After Work e © Conversion to a Non-Injection Well
= Date Work Ended : .

Provide a narrative description of the work planned to be performed, or that was performed. Use additional pages as necessary. See instructions.

P&A plan for Zelman Injection Well

Pull packer and re-run tubing string to TD

Spot plug #1: 176 sx class A cement from 7388-5000’
Stand back tubing

Cut 4 7% casing at 5000’ and gel hole

Lay down 4 % casing

Run tubing 3300" and spot the following cement plugs with 6% gel plugs between each cement plug
Plug #2: 29 sx of cement from 3300-3200’

Plug #3: 29 sx of cement from 3000-2900

Plug #4: 29 sx of cement from 2600-2500

Plug #5: 60 sx of cement from 1050-950

Bail 8 5/8 casing from 950-surface

Certification

I certify under the penalty of law that | have personally examined and am famillar with the information submitted in this document and ail
attachments and that, based on my inquiry of those individuals immediately responsible for obtaining the information, | believe that the

information is true, accurate, and complete. | am aware that there are significant penalties for submitting false information, including the
possibliity of fine and imprisonment. (Ref. 40 CFR § 144.32)

Name and Official Title (Please type or print) Signature Date Signed
Michael G. Hoover, President /44( /9 / / /
Gl a{a }

EPA Form 752019 (Rev. 4-19)




3/5/2020
Zelmanil Injection Well

ZELMAN POST PLUG & ABANDONMENT SCHEMATIC

Elevation 1697°

Conductor set at 8’

= Water String Casing
= 16” 65 #/ft J-55 casing set at 170’
__[> Water String Casing
N 11 3/4 42# H-40 casing set at 375’

T Surface String

A |

24.5 Cement e 8 5/8” 32 #/ft J-55 casing set at 1000’
15 Sacks Sacrete Cement 1050-950
TOC at Surface
16” Cement
130 Sacks Class A
AR Gel 2,500’ — 1,050’
A 11 %” Cement §  Cement 2600-2500
255 Sacks Class A B  Gel 2.900 to 2.600
TOC at Surface
Cement 3,000"- 2,500’
8 5/8” 315 Sacks Class A
TOC at Surace
4.5 Cement i Gl —> 4 %7 Casing Stub at 5,000
340 Sacks Class A
Gel 5,000 - 3,300’
TOC at 5,000’ RN =S .

i N

A ——

Cement 7,388 — 5,000" \/___/

<——= Long String Casing’

4 1/2” 11.6 #/ft N-80 casing set at 7306’
., T —’_—

Tully Limestone 6716-6820

Shale 6820-7292

OnondagoLimestone 7292-7306

Huntersville Chert  7306-7358

Oriskany Sandstone 7358-7387

—

< > 77/8” Open Hole to TD 7388
Helderberg Limestone




